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SGP340 Selenium

Selenium SGP340 C

Selenium represents a long line of sound, efficient and
ergonomic road lighting luminairesthat combine a high
resistance aluminium housing with a T-POT Selenium
reflector opticalperformance. Its simple design helps it to
integrate into every type of outdoorenvironment. Selenium
is also equipped with a CT-POT reflector, suitable for
CPO-T140/60VV lamps. Moreover, Selenium is available for
step dimming up to 250W.

Features

* Everlasting design, round modern shape to reduce daytime visual
impact

* High-strength, sealed construction, IP66 protected optic and gear
compartment

* Easy maintenance from above, tool-free lamp replacement

* Well-known T-pot optic optimised for high-pressure sodium lamps,
with five different lamp settings; CT-POT delivers outstanding
performance with Cosmopolis lamp

* Energy saving with its step dimming system

* Three tilt angles for optimal installation on mast or bracket (0, 5,
15°)

Application

* Motorways

* Major and minor roads

* Rural roads

* Crossings and roundabouts
* Industrial estates
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Related products

SGP340 Road luminaires SGP340 Road luminaires
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General information

Order code Product family code  Number of lamps Lamp family code Lamp power Color Optic Optical cover Gear Cap-base
910403369780 SGP340 1 SON-T 150 W No cp PC SGR  E40
910403369880 SGP340 1 SON-T 250 W No cp PC SGR  E40
910403630101 SGP340 1 SON-T 150 W - - PC EB
910403630102 SGP340 1 SON-T 250 W - - PC EB
910403630104 SGP340 1 SON-T 150 W - - PC EB
910403630105 SGP340 1 SON-T 250 W - - PC
910403630113 SGP340 - SON-T 250 W No - PC No
910403630114 SGP340 1 SON-T 250 W - - PC
910403630158 SGP340 1 CPO-TW 140 W - - PC
910403630160 SGP340 - CPO-TW 140 W No - PC EB
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Order code Product family code Number of lamps Lamp family code Lamp power Color Optic Optical cover Gear Cap-base
910403630161 SGP340 1 CPO-TW 60 W - - PC

910403630164  SGP340 - CPO-TW 60 W No - PC EB
911400984280  SGP340 1 CPO-TW 140 W GR cp pPC EB E40
911400984380 SGP340 1 CPO-TW 60 W GR cp PC EB E40
911400984480  SGP340 1 CPO-TW 140 W GR cp PC EB E40
911400984580  SGP340 1 CPO-TW 60 W GR cp PC EB E40
911400999780  SGP340 1 SON-T 150 W - - pPC SGR
911400999880  SGP340 1 SON-T 250 W - - PC SGR
910403369280  SGP340 1 SON-T 150 W No cp FG SGR  E40
910403369380 SGP340 1 SON-T 250 W No cp FG SGR  E40
910403369480 SGP340 1 SON-T 400 W No cp FG SGR  E40
910403369580  SGP340 1 SON-T 150 W No cp FG SGR  E40
910403369680 SGP340 1 SON-T 250 W No cp FG SGR  E40
910403630107  SGP340 1 SON-T 150 W - - FG SGR
910403630108 SGP340 1 SON-T 250 W No - FG SGR
910403630109 SGP340 1 SON-T 150 W - - FG

910403630110 SGP340 1 SON-T 250 W - - FG

910403630111 SGP340 1 SON-T 150 W - - FG

910403630112 SGP340 1 SON-T 250 W - - FG

910403630116 SGP340 - SON-T 250 W No - FG EB
910403630117 SGP340 1 SON-T 250 W - - FG

911400981380 SGP340 1 SON-T 250 W No cp FG SGR  E40
911400985280  SGP340 1 CPO-TW 140 W GR cp FG EB E40
911400985380  SGP340 1 CPO-TW 140 W GR cp FG EB E40
911400985480 SGP340 1 CPO-TW 60 W GR cp FG EB E40
911400985580  SGP340 1 CPO-TW 60 W GR cp FG EB E40
911400999980 SGP340 1 SON-T 400 W - - FG SGR

Photometric data

120°  150° 180° 150°  120° 120°  150° 180° 150°  120° 120°  150° 180° 150°  120°

(cd/1000Im) 30° 0° 30° L.O.R=0.76 (cd/1000Im) 30° 0° 30° L.O.R.=0.74 (cd/1000Im) 30° 0° 30° L.O.R=0.74

0-180° 90-270° 10-190° 0-180° 90-270° 15-195° 0-180° 90 270° 5-185°
SGP340 C FG 1xSON-T150W SGP340 C FG 1xSON-T250W SGP340 C FG 1xSON-T400W
120°  150° 180° 150°  120° 120°  150° 180° 150°  120° 120°  150° 180° 150°  120°

(cd/1000im)  30° 0° 30°  LOR=0.83 (cd/1000im)  30° 0° 30°  LOR=081 (cd/1000im)  30° 0° 30°  LOR=0.79
0-180° 90-270° 10- 190° 0-180° 90 - 270° 5-185° 0-180° 90 - 270° 20 - 200°
SGP340 C PC 1xSON-T150W SGP340 C PC 1xSON-T250W SGP340 C PC 1xCPO-TW140W EB
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